
Specification:
N1 - nozzle G⁶⁄₄"(volume ≤300 L)

- nozzle G2" (volume 500 L)
N2 - nozzle for eletric heating unit M48x2 

+ plug
N3 - nozzle for regulation G½"
N4 - nozzle for thermometer G½"
N5 - nozzle G1" (volume ≤300 L) for Mg 

protection Ø22mm
- nozzle G⁶⁄₄" (volume 500 L) for Mg 

protection Ø33mm
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STAINLESS STEEL BUFFER TANKS
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▪▪ Floor-standing and Wall-mounted design

▪▪ Volumes: 100 Z, 100 S, 200 S, 300 S, 500 S

▪▪ For the preparation of DHW

▪▪ The tank is supplied with non-removable insu-
lation (hard PUR foam)

▪▪ An electric heating unit can be mounted into the 
M48x2 nozzle

▪▪ Magnesium anode protection is included 
		  - volume 100-300 L: G1“/Ø22
		  - volume 500 L: G6/4“/Ø33

Model AZN VS 100 Z AZN VS 100 S AZN VS 200 S AZN VS 300 S AZN VS 500 S

Material AISI 316L

Max. operating pressure [bar] 10

Max. operating temperature [°C] 80

Insulation thickness [mm] 50 50 57 57 50

Temperature loss in 24 hour [°C] 7,5 7,5 5,5 5,0 4,5

Standing loss with insulation [W] 34,3 34,3 50,3 67,4 97,2

Energy efficiency class A A B B C

Warranty 5 let

Model AZN VS 100 Z AZN VS 100 S AZN VS 200 S AZN VS 300 S AZN VS 500 S
Order number 203010V 201010V 201020V 201030V 201050V

Volume V [L] 94 94 199 288 470
Diameter without insulation ØD1 [mm] 365 365 480 480 600

Diameter with insulation ØD2 [mm] 470 470 595 595 700
Total height A [mm] 1 060 1 200 1 410 1 910 2 070

B [mm] x 150 150 150 200
E [mm] 260 x x x x
F [mm] 500 x x x x

Net tank weight m [kg] 28 28 43 56 100
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