
▪▪ Storage Tanks for Potable Water and Domestic Hot Water (DHW) 
Storage

▪▪ Floor-standing design

▪▪ Volumes: 600 - 5 000 liters

▪▪ Optional accessory: high-quality thermal insulation ROLFIZOL 100 mm 

▪▪ The lower tank nozzles are fitted with internal diffuser plates for    
efficient flow distribution within the vessel

STAINLESS STEEL STORAGE TANKS
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ROLF ANTIKOR s.r.o.
Bacov 642
756 56  Prostřední Bečva

rolf@rolf.cz
+420 571 643 323
+420 571 643 23206/2026rolf.cz

Type - AZN VS /10 bar  storage Tanks for Potable Water and Domestic Hot Water (DHW) Storage

Technical Specification of the storage Tank:

▪▪ Storage Tank material: stainless steel AISI 316L

▪▪ External surface finish: Pickled and passivated

▪▪ Maximum operating pressure: 10 bar

▪▪ Maximum operating temperature: 100 °C

▪▪ Length of threaded/flanged nozzles: 105/150 mm

▪▪ Connecting flanges according to EN 1092-1 / PN 16

▪▪ All threaded nozzles are equipped with G-type female threads

▪▪ Warranty: 5 years

Model Order 
Code

Total Vol.
(liters)

ØD1
(mm)

ØD2
(mm)

A
(mm)

Ak
(mm) N1-N5 Weight

(kg)
Stat. Loss 

(W)
Energy
Class

AZN VS 600 201060V 652 700 900 2 049 2 095 2“ 104 89 C
AZN VS 750 201075V 720 790 990 1 841 1 900 2“ 111 96 C
AZN VS 850 201085V 842 790 990 2 091 2 140 2“ 123 108 C

AZN VS 1000* 201101V 1 024 790* 990 2 466 2 510 2“ 140 117 C
AZN VS 1000 201100V 1 018 850 1 050 2 211 2 270 2“ 135 119 C
AZN VS 1250 201125V 1 245 950 1 150 2 145 2 200 2“ 185 128 C
AZN VS 1500 201151V 1 595 950 1 150 2 645 2 700 2“ 220 147 C
AZN VS 1500* 201150V 1 490 1 000* 1 200 2 321 2 390 2“ 212 138 C
AZN VS 2000 201201V 2 070 1 000 1 200 3 071 3 130 2“ 270 177 C
AZN VS 2000* 201200V 1 935 1 200* 1 400 2 171 2 270 2“ 315 171 C
AZN VS 2500 201250V 2 498 1 200 1 400 2 710 2 810 DN 100 400 --- ---
AZN VS 2750 201275V 2 778 1 200 1 400 2 960 3 050 DN 100 427 --- ---
AZN VS 3000 201301V 3 333 1 200 1 400 3 460 3 540 DN 100 490 --- ---
AZN VS 3000* 201300V 3 124 1 400* 1 600 2 560 2 680 DN 100 455 --- ---
AZN VS 3500 201350V 3 508 1 400 1 600 2 810 2 920 DN 100 490 --- ---
AZN VS 4000 201400V 4 266 1 400 1 600 3 310 3 410 DN 100 560 --- ---
AZN VS 4500 201450V 4 646 1 400 1 600 3 560 3 650 DN 100 595 --- ---
AZN VS 5000 201501V 5 407 1 400 1 600 4 060 4 150 DN 100 665 --- ---
AZN VS 5000* 201500V 5 115 1 600* 1 800 3 142 3 270 DN 100 740 --- ---

Dimension table

* Alternative capacities with different diameters available. Tank dimensions are informative, subject to change without notice.

Thermal Insulation of the Tank (optional accessory): 

ROLFIZOL 100 PE fleece with zipped PVC jacket 
(removable version)

Technical Specification of the Insulation:

▪▪ Standard insulation thickness: 100 mm

▪▪ Material: PES (polyester) fleece

▪▪ Outer surface: soft PVC foil in grey (standard)

▪▪ Fire resistance: E (according to EN 13501-1+A1)

▪▪ Maximum long-term/short-term operating tempera-
ture: 100/150 °C

▪▪ Thermal conductivity coefficient: 0.037 W/mK

▪▪ Energy efficiency class: C
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TOP VIEW
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